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Installation
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s Typical Installation of Elastimold Shrink-Fit Terminations  
(R2T — Outdoor and R2IT — Indoor)

1.  Train the cable into position  

and cut to length. Using standard 

practices, cut back the cable jacket, 

metallic shield, semi-conductive 

shield and cable insulation,  

exposing the conductor.

2.  Finish preparing the metallic shield. 

For concentric neutral or jacketed 

concentric neutral cables, bend  

back the neutral wires and seal  

with mastic strips and vinyl tape. 

For metallic tape, drain wire, 

UniShield or LC Shield cables: install 

the ground braid using the constant 

force spring and seal with mastic 

strips and vinyl tape. 

3.  Clean the exposed conductor,  

install and crimp the connector.

4.  Use mastic and vinyl tape to fill  

any gap or step between the 

connector and the cable insulation. 

Clean the cable.
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5.  Apply a liberal bead of silicone 

lubricant to the semi-con shield step.
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6.  Pull the loose end of the core cord 

until the core is even with the end 

of the termination housing. 

7.  Position the terminator onto the cable.
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10.Fold down the skirt over the mastic to seal the cable entrance. 11.  Seal the top of the terminator  

at the connector area with  

silicone tape.

12.  Attach the neutral wires or optional 

ground braid to the system ground 

per local code. Install the optional 

cable support bracket if required. 
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8. Shrink into place by unwinding the removable core. 9.  Apply silicone lubricant to skirt and 

mastic area.
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